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  10” FILL

No. Description Material Part No. No. Description Material Part No.
Steel 3021MS Steel 3023MS
Steel Zinc Plt. 3021ZC Aluminum 3023AL
Stnls 304 3021SL

4 Shim Washer
Stnls 316 3023SS

1 Cover Plate

Stnls 316 3021SS 5 Vent Alum/Stnls 6238AL
M Bethane 3024BU 6 Gasket Buna-N 3716BN
V Viton 3024VT 7 Hinge Pin Stnls 304 3953SL
W Wh. Hypalon 3024WH 8 Cotter Pin Stnls 304 9Q5866
A Non-Asbestos 3024NA 9 Washer Stnls 304 3031SL

2 Fill Gasket

T Teflon 3024TF
Steel 3213MS
Aluminum 3213AL
Stnls 304 3213SL

3 Retainer-Fill
Gasket

Stnls 316 3213SS

        PARTS LIST

Gasket Maximum Temperature
Bethane 250°F
Viton 400°F
White Hypalon 250°F
Non-Asbestos 350°F
Teflon 250°F

Adjustment due to gasket wear may be necessary to insure 
proper sealing on the 10” fill. A shim washer item No. 4 is 
provided for this purpose. To increase the sealing force of the 
10” fill, remove shim from location shown above and reposition 
it above fill cover No. 1.

MAINTENANCE: Fill assemblies should be inspected with sufficient frequency and due regard to the products carried to 
insure a liquid tight closure. Any worn, damaged or missing parts must be replaced. Gaskets should be replaced if their 
effectiveness is impaired in any way. Replacement gaskets must be compatible with products carried.

WARNING Use only genuine Betts Industries Inc. replacement parts. Use of substitute parts can impair the proper
                     functioning of this product.
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